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SUMMARY: This AEA project aims to bring a new low-
energy electronic technology from proof of concept
towards commercialisation by using quantum materi-
als in thin-film form to create a heterostructure plat-
form with significantly lower energy consumption
than current technology. After 6 month of work, we
have completed the first milestone for the AEA
project: Large-Scale Channel-Material Growth, which
has successfully increased the project's TRL by experi-
mentally validating the theoretical concepts in a re-
producible laboratory environment.

DEVICE FABRICATION AND PERFORMANCE: To re-
alise the proposed heterostructure transistor channel
based on atomically thin films, our team has devel-
oped and optimised a device fabrication process for
assembling dual-gate field-effect transistors. We suc-
cessfully incorporated our novel transistor channel
material ("AEA Channel") into the devices. Under an
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external electric field, AEA Channel shows significant-
ly stronger band gap modulation through the Stark ef-
fect compared with conventional bilayer two-dimen-
sional materials.

THIN FILM QUALITY: Using advanced tunnelling elec-
tron microscope (TEM), we have verified the quality
and interfacial stability of the AEA Channel.

ONGOING WORK: Aligned with the project schedule,
device modelling and experiments on incorporating
ferroelectrics are in progress.

BUSINESS DEVELOPMENT: We are working with TQ
Transistors to expand the scope of the R&D program
through engaging with new external collaborators. O
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Fig. 1. Project timeline by stage and key events. Project milestones across the 12-month programme, with key Milestone 1 events numbered.
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Fig. 2. Reconfigurable heterostructure for enhanced electric field response. The transistor device incorporating the AEA channel (A), shows a

much sharper field response (B) than conventional bilayer (C).
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